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INSTALLATION MANUAL  

Made in the USA  AC-RR-100-JT4 

Gladiator Rear Seat Cargo Rack  
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Step 2 

Lift up the rear seats.  At the bench split, below the seat belts you will need to remove the two T25 torx screws from the plastic trim found  
in the center.  Remove the plastic trim piece to expose the seat bolts. 

Step 1 

Disconnect your rear driver side door to allow it to swing out of the way giving you , more room for installation.  Undo the bolt for the door 

stopper hinge and also undo the strap from the center pillar.  If you desire, you can completely remove the door and set aside during install. 
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Step 3 

Remove the four seat bolts from the corner brackets using an inverted torx E14 or and 11mm socket.  Also remove the two additional bolts 

that go thru the side bracket of the seat.  Lift the rear seat out of the Jeep and set aside. 

Step 4 

Insert three nut clips into the top of the center wall (part #2), three into the side and three into the bottom.  The three nuts on the top face 

into the center of the cargo rack while the three on the side and three on the bottom are on the outside facing the other rear seat.  

Pro-tip: Use a flat screwdriver to push the tabs into the hole. 
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Step 5 

Insert the center wall (part #2) into the rear seat area with the straight edge facing forward and the curved edge against the seat back.  

Check your nut clips and make sure the three top nuts are facing the driver side and the other six are facing the passenger side. 

Step 6 

Reinstall two of the factory seat bolts into the bottom bracket of the center wall.  Hand tighten the bolts to allow a little movement to aid in 

the rest of the install process. 
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Step 7 

Insert the back panel (part #1) into the rear seat area with the bend facing toward the back.  Secure to the center wall using three 1/4x1/2 

button head screws.  Hand tighten the bolts to allow a little movement to aid in the rest of the install process. 

Step 7 

Insert a nut clip into the ceiling panel (part #4) so its facing up and slide the ceiling panel over the center panel so that the end with the 

bend is over the top of the center panel and the straight edge is resting on top of the roll bar.  Secure ceiling panel to roll bar using the 

1/4x3 button head screw and 1/4 inch washer.  Hand tighten the bolts to allow a little movement to aid in the rest of the install process. 
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Step 7 

Secure the ceiling panel to the center panel with three button head 1/4x1/2 screws from the passenger side.  Hand tighten the bolts to allow 

a little movement to aid in the rest of the install process. 

Step 8 

Attach the angle bracket (part #6) to the center panel with three button head 1/4x1/2 screws.  Tighten till firmly snug. 
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Step 9 

Insert five nut clips into the side wall (part #3).  Make sure nuts are on outside surface that would face toward the driver side.  Flip the side 

wall over and attach the outer angle brace (part #8) to the side wall using two 1/4x1/2 button head screws.  Tighten till firmly snug. 

Step 10 

Insert the side wall (part #3) into the rear seat so the side edge is outside of the back panel and the bottom brackets line up to the seat bolt 

holes and secure with the two remaining factory seat bolts.  Hand tighten the bolts to allow a little movement to aid in the rest of the install 

process. 


