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INSTALLATION MANUAL  

Made in the USA  

Overland Rack  

RK-100 & RK-200 

Gladiator/Tacoma  
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Parts 

The Overland Rack consists of multiple parts and can be configured with fixed sides or flip up sides. 
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Hardware 

You will find a hardware kit included for the rack and a hardware kit for the fixed sides or two hardware kits for the flip up side. 
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Step 1 - Assembling the Rack Slides 

You will begin with the assembly of the sides of the rack.  Mount the front pillar to the lower base rail using two carriage bolts, two wash-

ers and two nyloc nuts.  Note that the pillars are side specific for driver and passenger.  Repeat for both sides.  Do not fully tighten yet. You 

will leave a little play in all the bolts until you have all the parts assembled for a complete side.  This allows you to easily line up holes on 

the other parts. 
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Step 2 

Install the middle pillar onto the base rail using two carriage bolts, two washer and two nyloc nuts.  Repeat for other side.  Do not tighten 

bolts yet. 

Step 3 

Install both handle sides onto the base rail using two hex head bolts, two washers and two nyloc nuts for each side. Repeat for other side 

and do not tighten bolts yet. 
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Step 4 

Now install the upper rails.  You will use two carriage bolts, washers and nyloc nuts for the front pillar and for the middle pillar.  On the 

rear grab bars, you will use hex head bolts, washers and nyloc nuts. 
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Step 5 

Install the grab bar center brace using four hex head bolts, washers and nyloc nuts. 

Step 6 

Install the grab bar assembly with the Rock Slide name plate using two long hex head bolts, aluminum spacers and washers with nyloc 

nuts.   

Once the grab bar is in place, you may proceed to tighten down all bolts installed in the previous steps to complete each side of your    

overland rack.  At this point, if you purchased the Basic Rack with fixed sides, you will continue to Step 7 and install the fixed sides before 

mounting to the vehicle.   

 

If you purchased the deluxe rack, you will skip forward to Step 10 and install the rack on the vehicle before you mounting the flip up sides. 
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Step 7- Mounting the Fixed Accessory Panels 

To mount the rear flat panel, you will need to remove the two hex bolts that go through the center grab handle support. 

Step 8 

Install the rear panel using four carriage bolts, black plastic spacer washers between the panel and bracket,  metal washers and nyloc nuts. 


