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Step Sliders for the 1st Generation Bronco 

INSTALLATION MANUAL  

Made in the USA  

BD-SS-300-B1G 

1st GEN BRONCO STEP SLIDER  
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Step 2 

MECHANICAL INSTALLATION OF THE 

STEP SLIDERS 

Starting on the driver side, locate the body bolt 

on the underside of the vehicle. Loosen and 

remove the body bolt and washer.  Repeat on 

the passenger side. 

Breaker may be required to loosen body bolts.  

 

Step 1 

RUBBER TRIM INSTALLATION 

Before you install the step slider, you need to 

install the rubber trim on both sides.  

Place the rubber trim at the endcap of your step. 

Press it to the inner edge of the step slider. The 

trim may stretch, cut if necessary to fit between 

both endcaps.  

 

IMPORTANT 

DO NOT SKIP THIS STEP.  

The rubber trim protects the side of your vehicle.  

IMPORTANT 

RSE is not responsible for any body bolt damage. Please visit your Ford  

dealership or regular mechanic for assistance.  
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Step 4 

1. Using the spacer plate, hold it up on the inside of the 
body.   

2. Make sure it is flush with the  bottom of the pinch 
seam, resting it on the pinch seam bottom lip.   

3. The 5 LARGE holes should be near the bottom of the 
pinch seam. 

4. Using a punch, mark the 5 SMALL holes on the upper 
part of the spacer template. 

Step 3 

Locate the spacer plates.  These will act as a template for 

you to mark the hole locations under the Bronco where 

you will drill and install Nut Zerts.  There will be 5 nut 

zerts on each side to install. 

 

IMPORTANT 

The pinch seam lip should be straight and flat to allow the proper placement of the spacer plate to mark your 

drill holes.  If the pinch seam lip is bent , you will need to straighten it before marking your drill holes. 
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Step 6 

Step 5 

Drill the 5 holes and install the Nut Zerts.   

Repeat process for both sides. 

Mount the driverôs side Step Slider to the vehicle using provided flange bolts.   

 

IMPORTANT 

Place the spacer plate (used in Step 4 as a template) between the vehicle body and the Step Slider body to fill 

the small gap caused by the pinch seam before inserting bolts into nut zerts.  You will flip it to  line up the 

large holes to the nut zerts. 

 

Repeat and install Step Slider on passenger side.  Note: having an extra person or a floor jack to help prop the 

Step Slider up to the vehicle will make bolting the step onto the body easier. 
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Step 7 

Locate and identify the Step Slider support brackets.  There are 3 for each side. 

Rear  

Bracket 

Middle  

Bracket 

Front  

Bracket 

Driverôs Side 

Passengerôs Side 

Rear  

Bracket 

Middle  

Bracket 

Front  

Bracket 


