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INSTALLATION MANUAL 

Made in the USA  AC-RP-BRF 

BRONCO ROOF TRIM - FRONT 
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Step 2 

Remove the two factory bolts along the upper frame.  Save the bolts for reinstallation. 

Step 1 

Remove the front roof panels starting with the driverôs side per the Ford Hardtop Removal steps and store your panels away in the Ford     

storage bag to protect them. 

HARDWARE 

Description Quantity 

Roof Trim Panel (Driver & Passenger) 2 

Panel Bracket (Driver & Passenger) 4 
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Step 3 

Install the roof trim brackets reusing the factory bolts removed in the previous step.  Hand tighten the bolts so that the brackets have a little 

movement for adjusting.  They will be tightened down after final adjustment of the roof trim piece. 

Step 4 

Before setting the roof trim panel down on the Rock Slide Engineering brackets, lift the latch up and to the side to place the clip in the     
unlocked position. 

LOCKED UNLOCKED 
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Step 6 

Step 5 

With the clips in the open position, set the roof trim panel down over the pins of the brackets. 

 

Push the latches over toward the center to place the roof trim clip into the locked position 

Step 7 

Press down on  the roof trim by each bracket until you hear a click.  The roof trim panel is now locked into position on the brackets. 
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Step 8 

With the roof trim mounted to the brackets, adjust the alignment of the roof trim panel to ensure it properly lines up with the lines of the 

rear factory panels.  Once you are pleased with your alignment, tighten down the factory bolts.  Repeat these steps for the other side.   

NOTE:  The brackets you installed will now remain on the vehicle.  The factory hard top roof panels can be reinstalled with the Rock Slide 

Engineering brackets in place for later use. 

To remove the Rock Slide Engineering roof trim panels, pull latches toward center of vehicle.  That will place the clips back in the unlocked        

position so you can lift up and remove the roof trim panels. 

Step 9 
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You are done! 

Scan this code to leave us a review! 

Step 9 

Remember to lock your clips and press down on the roof trim panel to hear the click.  To ensure the panels are locked in place and will not 

come off while driving, just push up on them after clicking and locking in place.  Enjoy the clean look of the Bronco factory lines while still 

enjoying the outdoors! 


