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INSTALLATION MANUAL  

Made in the USA  

BD-SS-300-BR4 

BD-SS-300-BR2 

BRONCO STEP SLIDER 4 DOOR  

2021-PRESENT 

Newest features: 

¶ 40% stronger with High Strength Low Alloy Steel (HSLA).  

¶ All new Smart Motor for improved, consistent motion. Intelligent acceleration and                  

deceleration provides quiet, smooth operation.   

¶ Updated harness for simplified, quicker installation.  

¶ Improved mechanical components increase reliability and reduce maintenance (warranty).   

 

To watch an install overview of our step 

slider, scan the QR code with your 

smart phone camera.   

Please note that this manual will have 

the latest changes to the install process. 

 

https://youtu.be/KGAKuIk3TT8 



wh/Y{[L599bDLb99wLbDΦ/ha   -   b995 !{{L{¢!b/9Κ    порΦтрнΦпрул   -   t!D9 н w9±L{95 рκнсκнлно 

 

Description Quantity 

Electric Step Slider (Pair) 2 

Wiring harness  1 

Double sided adhesive strips 4 

Door sensor 4 

Magnets 4 

Magnet Mount 2 - 2 Door 

4 - 4 Door 

Thin VHB - Magnet Kit 2 - 2 Door 

4 - 4 Door 

Thick VHB - Sensor & Magnet Kit 6 - 2 Door 

12 - 4 Door 

Alcohol wipes - Sensor & Magnet Kit 5 

Rocker cutoff switch 1 

Black spacer plate 2 

1/4ò push in plug 8 

M10 flange bolt  10 

5/16ò - 18 nylock nut (pinch seam) 8 

5/16ò grade 8 washer (pinch seam) 8 

1/4ò - 20 nylock nut (pinch seam) 4 

1/4ò - 20 grade 8 washer (pinch seam) 4 

5/16ò - 18 X 1ò grade 8 hex head bolt 40 

5/16ò SAE yellow zinc washer 40 

18-8 Button head hex drive screws 2 

Front bracket (long style ) 2 

Second bracket (straight edge drop style) 2 

Middle twin brackets (drop style) 4 

Rear Bracket (straight edge drop style) 2 

Rocker cutoff switch bracket 1 

Floor Plug Grommet 2 

Tip Tie 10 

Rubber Trim 2 

Tools Required  

10 mm socket 7/16ò socket 

15 mm socket 1/2ò socket 

8 mm socket Wrench with 3-4òextension 

7 mm socket 1/2ò Box end ratcheting wrench 

7/16ò Box end ratcheting wrench Breaker bar 

**Optional for quicker install 

Impact Gun with  
adapters  

Heavy Duty Impact Gun with 1/2ò    
driver 

Front Bracket 

Second Bracket 

Middle Twin Brackets 

[ƻƴƎ {ǘȅƭŜ 

5ǊƻǇ {ǘȅƭŜ  

{ǘǊŀƛƎƘǘ 

5ǊƻǇ {ǘȅƭŜ  

Rear Brackets 

5ǊƻǇ {ǘȅƭŜ 

{ǘǊŀƛƎƘǘΣ 

aƛŘŘƭŜ .ƻƭǘ 

/ǳǘƻǳǘ 
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Harness Diagram  - 1 

. 

D 

! 

/ 5Υ DǊŜŜƴ 

9Υ .ƭǳŜ C 

I 

L 

A. CIRCUIT BOARD CONNECTOR 

B. MOTOR CONNECTOR 

C. LIGHT CONNECTOR 

D. REAR DOOR SENSOR CONNECTOR 

E. FRONT DOOR SENSOR CONNECTOR 

F. ROCKER SWTICH CONNECTORS 

G. ROCKER SWITCH 

H. BATTERY TERMINALS 

I. FUSE HOLDER 
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Harness Diagram  - 2 

.ŀǧŜǊȅ 

IŀǊƴŜǎǎ wƻǳǘŜΥ 5ǊƛǾŜǊ {ƛŘŜ 

IŀǊƴŜǎǎ wƻǳǘŜΥ tŀǎǎŜƴƎŜǊ {ƛŘŜ 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ƛƴǎƛŘŜ ƻŦ ǘƘŜ 

ǾŜƘƛŎƭŜ ǳƴŘŜǊƴŜŀǘƘ ǘƘŜ ǇƭŀǎǝŎ ǊƻŎƪŜǊ 

ǇŀƴŜƭǎΦ 

I 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ƻǳǘǎƛŘŜ ƻŦ 

ǘƘŜ .ǊƻƴŎƻ ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ǘƻǇ ƻŦ 

ǘƘŜ ŦǊŀƳŜ ǊŀƛƭΦ  

DΥ ƛƴǎƛŘŜ ƻŦ ǾŜƘƛŎƭŜΦ  



wh/Y{[L599bDLb99wLbDΦ/ha   -   b995 !{{L{¢!b/9Κ    порΦтрнΦпрул   -   t!D9 р w9±L{95 рκнсκнлно 

 

Harness Diagram  - 3 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ǳƴŘŜǊƴŜŀǘƘ 

.ǊƻƴŎƻ  ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ŎǊƻǎǎƳŜƳōŜǊΦ 

! ! 

. . 

/ 

5 

/ 

5 

9 9 

CΥ [ƻŎŀǘŜŘ ƛƴǎƛŘŜ ƻŦ 

ǘƘŜ .ǊƻƴŎƻΦ 

I 

L 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ƻǳǘǎƛŘŜ 

ƻŦ ǘƘŜ .ǊƻƴŎƻ ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ǘƻǇ 

ƻŦ ǘƘŜ ŦǊŀƳŜ Ǌŀƛƭ ŀƴŘ  

ŜȄƛǎǝƴƎ ŦŀŎǘƻǊȅ ƘŀǊƴŜǎǎΦ  

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ 

ƛƴǎƛŘŜ ƻŦ ǘƘŜ .ǊƻƴŎƻΦ  

Lathw¢!b¢ 

.whb/h {thw¢Υ aƻŘŜƭ ƛǎ ƴƻǘ 

ŎƻƳǇŀǝōƭŜ ǿƛǘƘ w{9 {ǘŜǇ ǎƭƛŘŜǊǎΦ  
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Step 1 

tŀǎǎŜƴƎŜǊ {ƛŘŜ IŀǊƴŜǎǎ ½ƛǇ ¢ƛŜ !ƴŎƘƻǊ tƻƛƴǘǎ 

нΥ ½ƛǇ ¢ƛŜ 

REMOVE THE FUSE FROM THE 

HARNESS  

INSTALLING THE DRIVER SIDE OF 

THE HARNESS 

Once the fuse is removed: trace the  

driver side of the harness with the fuse case, 

red wire (+) and black wire (-) from the rear 

driver side door along the frame rail. Fasten 

the first junction of wires to the existing 

factory harness with a zip tie. Leaving the 

remainder of the harness at the driver door 

free.  

Continue to secure the harness with more 

zip ties. One should be located directly  

behind the first body bolt. Do not tighten  

completely until full harness is in place.  

L 

CŀŎǘƻǊȅ IŀǊƴŜǎǎ 

w{9 IŀǊƴŜǎǎ 

мΥ ½ƛǇ ¢ƛŜ 

.ŀǧŜǊȅ 

оΥ ½ƛǇ ¢ƛŜ 

½ƛǇ ¢ƛŜ 
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Step 2 

CONNECTING TO THE BATTERY 

TERMINAL 

ENSURE THE FUSE IS PULLED FROM 

THE WIRING HARNESS 

Run the red wire (+) and black wire (-) 

with the fuse case along the frame rail 

behind the first body bolt. Pulling it 

through to the wheel well.  

 

Tucking the harness behind the fuse box.  

Attach the  red wire (+) to the positive 

terminal. The black wire (-) will attach to 

the negative terminal. Ensure it has good 

metal to metal contact to keep paint from 

interfering with the connection.  

 

 

 

 

 

 

 

 

 

 

 

 

REMOVE THE FLOOR DRAIN PLUG 

Take off the middle rocker panels on the 

rear driver side door of your Bronco. Peel 

up the carpet to expose the floor drain plug 

and remove to continue your harness  

installation. Repeat this step on the passen-

ger side.  

L 

I 

Step 3 
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Make a small cut on your black grommet. Thread your rocker switch connectors (F) and both door sensor connectors (D & E) through. Pull 

them over the frame rail and install from underneath the Bronco into the cab. Pressing the grommet into the floor plug hole. The circuit board 

(A), motor (B) and  light (C) connectors will remain visible on the driver side.  

Step 4 

9 5 

C 

! 
/ 

. 

w{9 IŀǊƴŜǎǎ ½ƛǇ ¢ƛŜ 

Once your connectors are all in place, continue to run the harness from the driver side to the passenger side over the frame rail. Run it along 

the cross member and secure the RSE Harness with zip ties to the factory harness. Watch for foil wrapped areas and securing the harness 

away from anything that might expose the harness to too much heat.  

Repeat this step on the passenger side of the vehicle with the other two door sensors.  

½ƛǇ ¢ƛŜ 


