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Keep your doors organized with our Door Hanger Kit! 

INSTALLATION MANUAL  

Made in the USA  

Door Hanger Kit  
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Description Quantity 

U-bolts 4 

E-Track Clips with provided Washer  and Nut 6 

Locking Bushing 8 

Acorn Nut 8 

M8-1.25 Nyloc Nut 8 

M5-0.8 Nyloc Nut 8 

Black Allen Head Bolts 8 

Black Washers 12 

Stainless Washers 16 

Tools Required  

13 mm box end ratcheting wrench 

10 mm box end ratcheting wrench 

14 mm box end ratcheting wrench 

1/8 Allen head driver 

**Optional for quicker install 

Impact Gun with  
adapters and sockets 
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Step 1.  

A. Locate the two wall plates and install the locking bushings into the four biggest holes on the wall plate.  

B. Ensure all four bushings are inserted going down with the flange side up, as shown below.  
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Install E-track Clips onto the wall plates using hardware provided.  

Step 3. 

Locate the third mounting plate and install E-track clips using hardware provided. 

Step 2. 
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Step 4. 

Locate triangle brackets and install U-bolts as shown. First 

install the regular nuts onto the U-bolt studs followed by the 

washers. You will place the regular nuts about half way 

through the threads. Then place the U-bolt into the bracket 

and secure it on with the washers and nyloc nuts.  

 

These can be adjusted later when installing doors if needed. 

Step 5. 

Install acorn nuts on the  end of the 

U-bolt studs.  
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Step 6. 

Install the triangle brackets with the U-bolts to the arm brackets as shown below. Use the black allen head bolts and 

the nyloc nuts provided.  Do not tighten the nuts all the way at this point as you will adjust this at a later point.  
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Step 7. 

A. Using the black allen head bolts and nyloc nuts, fasten both arm brackets onto the wall mounting bracket as shown 

below.  

B. Each bolt will use 3 black wash-

ers; One on the outside of the brack-

et, one between the two brackets, and 

the third washer on the other side of 

the bracket.  
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Step 8. 

 Install wall plate brackets onto the Eï Track. You will want these two brackets to have 2 E-Track slots between them 

as shown below.  

Step  9.  

To determine the best location for the 

third wall plate bracket, install the 

right side driver door and left side 

passenger door onto the door hanging 

system using hinge pivots.  

 

The doors will be placed in the order 

shown here. From left to right :  

(Left Front Door, Right Front Door, 

Left Passenger Door, Right Passenger 

Door). 

 

**Make sure door mirror are folded 

in before hanging doors.  


