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INSTALLATION MANUAL  

Made in the USA  

BD-SS-300-GWG  

G-CLASS STEP SLIDER 4 DOOR  

2018-PRESENT 

Newest features: 

¶ 40% stronger with High Strength Low Alloy Steel (HSLA).  

¶ All new Smart Motor for improved, consistent motion. Intelligent acceleration and                  

deceleration provides quiet, smooth operation.   

¶ Updated harness for simplified, quicker installation.  

¶ Improved mechanical components increase reliability and reduce maintenance (warranty).   
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Description Quantity 

Electric Step Slider (Pair) 2 

Wiring harness  1 

Double sided adhesive strips 4 

Door sensor 4 

Magnets 4 

Magnet Mount 4  

Thin VHB - Magnet Kit 4  

Thick VHB - Sensor & Magnet Kit 8  

Alcohol wipes - Sensor & Magnet Kit 5 

Rocker cutoff switch 1 

M8 x 20 (finer thread) 28 

5/16ò x 3/4 Grade 8 bolt 28 

Rocker Panel Bracket 2 

Body Bolt Bracket  2 

Rocker cutoff switch bracket 1 

Tip Tie 10 

Rubber Trim for Step Slider 2 

  

  

  

  

  

  

  

  

  

  

  

Tools Required  

10 mm socket 7/16ò socket 

15 mm socket 1/2ò socket 

8 mm socket Wrench with 3-4òextension 

7 mm socket 1/2ò Box end ratcheting wrench 

7/16ò Box end ratcheting wrench Breaker bar 

**Optional for quicker install 

Impact Gun with  
adapters  

Heavy Duty Impact Gun with 1/2ò    
driver 

Rocker Panel  

Brackets 

Rear Body Bolt 

Brackets 
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Harness Diagram  - 1 
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A. CIRCUIT BOARD CONNECTOR 

B. MOTOR CONNECTOR 

C. LIGHT CONNECTOR 

D. REAR DOOR SENSOR CONNECTOR 

E. FRONT DOOR SENSOR CONNECTOR 

F. ROCKER SWTICH CONNECTORS 

G. ROCKER SWITCH 

H. BATTERY TERMINALS 

I. FUSE HOLDER 
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Harness Diagram  - 2 

.ŀǧŜǊȅ 

IŀǊƴŜǎǎ wƻǳǘŜΥ 5ǊƛǾŜǊ {ƛŘŜ 

IŀǊƴŜǎǎ wƻǳǘŜΥ tŀǎǎŜƴƎŜǊ {ƛŘŜ 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ƛƴǎƛŘŜ ƻŦ ǘƘŜ 

ǾŜƘƛŎƭŜ ǳƴŘŜǊƴŜŀǘƘ ǘƘŜ ǇƭŀǎǝŎ ǊƻŎƪŜǊ 

ǇŀƴŜƭǎΦ 

IΥ LƴǎƛŘŜ ǾŜƘƛŎƭŜΦ 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ 

ƻǳǘǎƛŘŜ ƻŦ ǘƘŜ  ǾŜƘƛŎƭŜΦ  

DΥ ƛƴǎƛŘŜ ǾŜƘƛŎƭŜΦ  
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Harness Diagram  - 3 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ǳƴŘŜǊƴŜŀǘƘ 

ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ŎǊƻǎǎƳŜƳōŜǊΦ 
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CΥ [ƻŎŀǘŜŘ ƛƴǎƛŘŜ 

ǳƴŘŜǊ ǘƘŜ ŘŀǎƘΦ 

I L 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ƻǳǘǎƛŘŜ 

ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ǘƻǇ ƻŦ ǘƘŜ ŦǊŀƳŜ 

ǊŀƛƭΦ  

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ 

ƛƴǎƛŘŜ ŀƭƻƴƎ ŘƻƻǊ ǘǊƛƳΦ  
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Step 1 

REMOVE THE BATTERY BAY COVER 

Open rear tailgate to gain access to cargo area.  

There are 4 tie downs, one in each corner of the 

cargo area.  Pop the decorative cover off to expose 

the bolt.  Remove all 4 bolts and tie downs.  Lift 

the battery cover off and remove from vehicle. 

.ŀǧŜǊȅ 
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Step 2 

REMOVE THE FUSE FROM THE  

HARNESS AND INSTALL THE DRIVER 

SIDE OF THE HARNESS 

Position the first junction of wires along the frame 

near the lower control arm bracket on the driver 

side.  

 

After the fuse is removed: trace the  

driver side of the harness with the fuse case, red 

wire (+) and black wire (-) from the rear control 

arm bracket up behind the bracket and up over the 

rear frame. 

L 

½ƛǇ ¢ƛŜ 

.ŀǧŜǊȅ 
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Step 3 

L 

w{9 IŀǊƴŜǎǎ 

ROUTINING THE BATTERY 

TERMINALS OF HARNESS TO  

BATTERY BAY 

In order to run our wire harness thru the rubber 

plug in the battery bay, you will need to first 

cut the fuse holder wire.  Set the fuse holder 

aside as we will splice it back on later.  

From underneath the rear of the vehicle, locate 

the rubber plug that allows access to the battery 

bay.  You should find a factory wire harness 

that passes thru the plug and several rubber 

stoppers sticking out of the plug. 

Locate an open stopper and using diagonal  

cutters, cut one of the rubber stoppers as close 

to the base as possible. 

Run the red wire (+) and black wire (-) through 

the new opening in the rubber plug pulling it all 

the way through into the battery bay.  

 

To ensure a water tight seal, use an exterior   

window/door silicon caulk and fill all gaps in 

the rubber plug around the wire harness. 

 

 

 

 

 


