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INSTALLATION MANUAL 

Made in the USa AX-SP-300-JL2 

AX-SP-300-JL4 

3.0 STEP SLIDER SKID PLATES  

Newest feature: 

· 40% stronger with High Strength Low Alloy Steel (HSLA).  

 

HARDWARE 

Description Quantity 

Skid Plate (Pair) 2 

Drive Rivet 8 

5/16” - 18 Carriage Bolt   4 

5/16”  Washer  4 

5/16” - Nylock Nut  4 

5/16” - 18 X 1” grade 8 hex head bolt  4 
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Step 1 

REMOVE STEP SLIDER RSE TAG 

Using a size 7/64 drill bit, remove the two rivets on your 
step sliders Rock Slide tag. It will be replaced by the tag 
pre-installed on the outside of your skid plates.  
Repeat on both sides. 

Step 2 

REMOVE BRACKET BOLTS 

At the front of the vehicle you will need to 
remove two of the  5/16” - 18 X 5/8” grade 8 
hex head bolt from the front body bracket.  
You will remove the two that are towards the  
rear.  Discard the two bolts but save the wash-
ers for reuse. 
 

Front Of Jeep 
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Step 3 

REMOVE PLUGS 

If the Step Sliders were previously installed 
without skid plates, you will need to remove 
the plastic plugs on the step slider body to gain 
access to the rivet holes. Repeat on both sides 

INSTALLING DRIVE RIVETS 

Hold skid plate up to Step Slider body lining up the 
rivet holes of the skid plate to the holes in the Step 
Slider.  Insert a rivet in a center hole and pound the 
rivet in by using a hammer. With skid plate hanging, 
install the 3 remaining rivets.   

Repeat on both sides. 

Step 4 
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Step 5 

INSTALL CARRIAGE BOLTS 

There are two square holes, one near the center 
and one near the rear of the skid plate where 
your 5/16” carriage bolts will be placed. Hold 
the bolt in place and secure with a washer and 
Nylock nut.   
Repeat on both sides.  

INSTALLING BRACKET BOLTS 

At the front of the vehicle, you will install two of the 
provided 5/16” - 18 X 1” grade 8 hex head bolts into the 
open holes of the bracket.  Reuse the washers you removed 
in Step 2.   

Repeat on both sides. 

Step 6 
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You are done! 

Scan this code to leave us a review! 

 

See our FAQ on the next page for any troubleshooting or give us a call! 


