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Step Sliders for TJ & LJ Jeeps 

INSTALLATION MANUAL  

Made in the USA  

BD-SS-100ð TJ 

BD-SS-100-LJ 

TJ & LJ STEP SLIDER 2 DOOR 

1997-2006 
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Description Quantity 

Electric Step Slider (Pair) 2 

Wiring harness  1 

Double sided adhesive strips 4 

Door sensor 4 

Magnets 4 

Alcohol wipes 4 

Rocker cutoff switch 1 

5/16-18ò Knurled Nutsert 12 

5/16 x 1 1/2 Stainless Steel Fender Washer 8 

5/16-18 Nutsert 8 

5/16 x  1-1/2ò Grade 5 Tap Bolt 8 

5/16 x 1ò Stainless Steel Button Head Bolt 12 

5/16 x 3/4ò Stainless Steel Flat Washer 12 

1/2ò Aluminum Spacer 4 

Anti-Seize Packet 1 

Tools Required  

Nutsert Tool Drill 

3/16 Allen Wrench  5/32 & 1/2 in. Drill Bit 

1/2 Wrench or Socket  

IŀǊƴŜǎǎ [ŀȅƻǳǘ 

Parts & Tools 
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Harness Diagram  - 1 

A. CIRCUIT BOARD CONNECTOR 

B. EXTRA DOOR SENSOR - DO NOT 

USE 

C. FRONT DOOR SENSOR CONNECTOR 

D. MOTOR CONNECTOR 

E. LED LIGHT CONNECTOR 

F. ROCKER SWITCH GROUND 

G. ROCKER SWITCH CONNECTORS 

H. BATTERY HARNESS CONNECTORS 

I. FUSE HOLDER 

J. BATTERY TERMINALS 

K. EXTRA DOOR SENSOR - DO NOT 

USE 

L. FRONT DOOR SENSOR CONNECTOR 

M. LED LIGHT CONNECTOR 

N. MOTOR CONNECTOR 
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Harness Diagram  - 2 
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Step 1 

Remove your stock sliders from 

the Jeep. Once they are removed, 

begin by lifting the step slider to 

the side panel. You will mark 

where you will need to drill your 

bolt holes with a marker on the 

side panel and on the tub. 

TJ - 5 side panel holes. 

LJ - 6 side panel holes. 

Both models - 4 tub holes. 

IMPORTANT 

Secure the Step Slider tight to the 

underside and against the side 

panel. Take time to ensure you are 

installing the slider straight and at 

the right level.  

Step 2 

SIDE PANNEL DRILLING 

Lower the Step Slider carefully. Drill a 5/32 hole into the side panel. Drill that same hole out with your 1/2 inch drill bit. Do a test fit with 
your knurled nutsert for the body.  

IMPORTANT 

If you need to remove additional metal for the nutsert to be installed, remove the  necessary material using a Dremel or Air tool. The nutsert 

should fit snug into the hole. 

TUB DRILLING 

Drill a 5/32 hole into the tub. Drill that same hole out with your 1/2 inch drill bit. Do a test fit with your military style nutsert. 

Step 3 

Once your holes are drilled and 

test fits are done, use a nutsert 

tool to crush the nutserts into 

place.  

Knurled Nutsert - Side Panel. 

Military Nutsert - Tub. 

SECURING YOUR STEPS 

Lift the step to even match up to 

the bolt hole and your  installed 

nutsert. Using the 5/16ò button 

head bolts and small washers, 

secure the step to the side panel.  

 

Underneath the step,  use the tap 

bolts and fender washers to secure 

the step to the tub. Begin by     

taking the 1/2 inch spacer and 

placing it between the step and 

the tub, lined up with the bolt 

holes. Then, begin to secure the 

step to the tub. Hand tighten each 

of the bolts first, then torque to 18 

ft. lbs.  

 

IMPORTANT 

Coat your bolts using the anti-seize 

packet. Start each of the bolts to hold it 

into place before  tightening all of 

them completely.  

IMPORTANT 

Plug in your motor connectors before 

tightening the step completely for ease 

of access. LED lights can be installed 

after step installation is complete. 

5 ϧ b 
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Step 4 

REMOVE THE FUSE FROM THE 

HARNESS  

INSTALLING THE DRIVER SIDE OF 

THE HARNESS 

Once the fuse is removed: remove the floor 

mats and rocker guards. Attach the battery 

terminals, red wire (+) and black wire (-) to 

the battery.  

 

Rout the harness across the engine bay. Pop 

the firewall plug out that has two ridges on 

it by applying pressure from the inside. Drill 

a hole through the plug large enough to run 

both wiring harness ends through.  

 

Secure the wiring into place using zip ties. 

  

 

L 

Step 5 

Remove the rocker panels. Unravel the 

large harness in the rear seat and route 

the connectors to the front of the vehi-

cle under the removed panels. Follow 

the harness diagram on pg. 4.  

IMPORTANT 

At the end of the install, fill the plug 

hole with silicone to prevent leaking.  
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INSTALLING DOOR SENSORS 

 Using alcohol wipes, clean the area 

directly below the door striker. Mak-

ing sure the surface area is clean and 

ready for the door sensor adhesives.  

 

With the door sensor in hand, use the 

double sided adhesive and attach it to 

the back of the sensor.  

 

Press the sensor firmly below the door 

striker. Expose the adhesive on the 

foam wire protector next to the      

sensors and wrap the foam around the 

frame metal. Connect the door sensor 

to connectors (B & L).  

Step 6 

Remove the floor plugs under the 

seats. Drop the motor connector (D & 

N) through the open holes. 

IMPORTANT 

If you are installing the optional light 
kit, you will want to run the light    
connectors (E & M) through the drain 
plug as well. If not, keep inside the cab 

for later installation.  

Run the harness under the carpet in 

front of the rear seat. You will continue 

to run the circuit board connector (A) 

under the carpet, up underneath the 

back seat. This will hide the circuit 

board and harness.  

* Do not place the circuit board or   

harness near the front passenger seat if 

you have a tumble seat. You will risk 

crushing the circuit board or damaging 

the harness.   

Step 7 

Step 8 

INSTALLING MAGNETS 

Using the alcohol pad, clean the metal 

on the inside of the door. Peel of the 

backing to secure the magnet to the 

adhesive pad and firmly press the 

magnet into place.  

 
The magnet location is on the outer 

part of the door. Opposite where the 

sensors are placed below the door 

striker. Roughly 1/4 in. down from the 

bottom screw below the door latch.  
 

IMPORTANT 

Do a test fit to make sure the magnet 

is properly aligned with the door   

sensors.   

w
9
!
w

 

5w 

t!{{ 


