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INSTALLATION MANUAL 

Made in the USA AC-TB-200 

TAILGATE TABLE 

Tailgate Table for Jeep & Ford Bronco 
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Description Quantity 

Assembled Tailgate Table 1 

10x1/2 Phillips round Head Screw (JK Jeep Model & Bronco) 6 

Aluminum Spacer 3 

Oil Resistant O Rings 6 

M6 x 40MM Button Head Bolts (JK Jeep Model) 3 

5/32 Black Rivet 2 

1/8 Aluminum Pop Rivet 2 

MODEL INSTRUCTIONS 

JL: PG. 2 

JK: PG. 3 

BRONCO: PG. 4 

1/8 Drill Bit required for JK & Bronco Installation.  

Step 1: JL 

Remove the cover off the screw mounts on 

the tailgate. Pop it off on he end and work 

your way down each side.  

Step 2: JL 

Open the tailgate table and use the three large 

holes to run a bolt through each. On the back 

side: install a single O-ring, then the        

aluminum spacer, and another O-ring. This 

will hold your spacer in place while you   

install the tailgate table.  

Step 3: JL 

Line up the bolts with the factory mounts on 

the tailgate. Install each bolt loosely to catch 

the threads and hold it in place. Then secure 

the tailgate table by tightening each bolt. A 

second person may be required while you 

start each bolt.  

The tailgate table can be held by just the 

three bolts in the factory mounts. If you 

would like to attach the bottom of your    

tailgate table, you can use the Phillips round 

head screws to secure them to the plastic. No 

drilling necessary. Installation is complete.  
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Step 1: JK 

Open your tailgate and remove the plastic 

wire cover at the top.  Clean the tailgate off 

to provide a clean mounting surface.  

Step 2: JK 

First, you will mark where he bottom middle 

bolt hole is going to be. On the large middle 

cutout, you can measure 2 1/16 in. from the 

ridge. Then the third vent in from the right 

hand side, measure 2 1/16 in. up to mark 

your first drill point.  

Step 3: JK 

Use a 1/8 drill bit. Drill a hole where you 

have marked and secure the tailgate table into 

place with a single Philips round head screw. 

Once your tailgate table is placed, use a 

marker to locate where you will drill the   

remaining 5 screws. After you have marked 

all of the holes to be drilled, remove the   

tailgate table and finish drilling. Then     

complete final installation with your        

remaining screws.  

IMPORTANT  

Do not drill the three large holes 

on the back of the tailgate table. 

Those are fore the JL Model 

installation.  
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Step 1: Bronco 

Begin by marking where you will drill your 

first hole for the tailgate table. Between these 

four features, mark your drill point at the  

center. Drill with a 1/8 drill bit and place the 

tailgate table with one Phillips round head 

screw.  

Step 2: Bronco 

Once your tailgate table is placed, use a 

marker to locate where you will drill the   

remaining 5 screws. After you have marked 

all of the holes to be drilled,  remove the  

tailgate table and finish drilling. Then     

complete final installation with your remain-

ing screws.   

You are finished!  

Scan this code to leave a review! 

IMPORTANT  

Do not drill the three large holes on the back of the tailgate 

table. Those are fore the JL Model installation.  


