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INSTALLATION MANUAL  

Made in the USA  BD-SS-300-GR4 

INEOS GRENADIER 

 

IMPORTANT NOTICE: 

Prior to the install:  Read through the entire installation document before starting the installa-
tion process.  Any variation from the suggested manufacturing installation will result in voiding 
your warranty.  If you have any questions or concerns please call Rock Slide Customer Support 
at 435-752-4580. 
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Harness Diagram  Option #1 

A. CIRCUIT BOARD CONNECTOR 

B. MOTOR CONNECTOR 

C. LIGHT CONNECTOR 

D. REAR DOOR SENSOR CONNECTOR 

E. FRONT DOOR SENSOR CONNECTOR 

F. ROCKER SWTICH CONNECTORS 

G. ROCKER SWITCH 

H. BATTERY TERMINALS 

I. FUSE HOLDER 
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IŀǊƴŜǎǎ hǇǝƻƴ Ім 

***Due to supply chain variations, two different harnesses are used in the Grenadier. 

Please confirm which harness is provided in your kit before beginning the installation*** 
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Harness Diagram  Option #2  

A. CIRCUIT BOARD CONNECTOR 

B. MOTOR CONNECTOR 

C. LIGHT CONNECTOR 

D. REAR DOOR SENSOR CONNECTOR 

E. FRONT DOOR SENSOR CONNECTOR 

F. ROCKER SWTICH CONNECTORS 

G. ROCKER SWITCH 

H. BATTERY TERMINALS 

I. FUSE HOLDER 

. 
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IŀǊƴŜǎǎ hǇǝƻƴ Ін 
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Red Lines are the top view of how the harness is run. 

D 

Battery 

Power Switch Route: Goes up 

through the driver rear floor plug 

and inside under neath the trim to 

the front.  See later steps for exact 

location. 

Harness Route:  Located outside 

of the grenadier attached to the top 

of the frame. (This will go over 

the gas tank.) 

Harness Diagram  Option #1 

Battery Terminal Route: Goes 

up through the Passenger rear 

floor plug and connects directly to 

the battery.  (Extra length in har-

ness will be rolled up and put out 

of way.)  
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Red Lines are the top view of how the harness is run. 

D 

Battery 

Power Switch Route: Goes up 

through the driver rear floor plug 

and inside under neath the trim to 

the front.  See later steps for exact 

location. 

Harness Route:  Located outside 

of the grenadier attached to the top 

of the frame. (This will go over 

the gas tank.) 

Harness Diagram  Option #2 

Battery Terminal Route: Goes 

up through the driver rear floor 

plug and connects directly to the 

battery.  (Extra length in harness 

will be rolled up and put out of 

way.)  
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Harness Diagram  - 3 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ǳƴŘŜǊƴŜŀǘƘ 

WŜŜǇ ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ŎǊƻǎǎƳŜƳōŜǊΦ 
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IŀǊƴŜǎǎ wƻǳǘŜΥ !ƭƭ ŎƻƴƴŜŎǘπ

ƻǊǎ ǎƘƻǿƴ ǿƛƭƭ ōŜ ƻǳǘǎƛŘŜ 

ƻŦ ǾŜƘƛŎƭŜ ǘƻ ǎǘŀǊǘΦ ¢ƘŜ ǘǿƻ 

ŘƻƻǊ ǎŜƴǎƻǊǎ ǿƛǊŜǎ ǿƛƭƭ ōŜ 

Ǌŀƴ ǳǇ ǘƘǊƻǳƎƘ ǘƘŜ ǊŜŀǊ 

ƅƻƻǊ ǇƭǳƎǎ ƛƴ ƭŀǘŜǊ ǎǘŜǇǎΦ  

! ! 
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Step 1 

REMOVE THE FUSE FROM THE 

HARNESS  

INSTALLING THE HARNESS 

{ǘŀǊǝƴƎ ƻƴ ǘƘŜ ǇŀǎǎŜƴƎŜǊ ǎƛŘŜΣ Ǌǳƴ ǘƘŜ 

ŘǊƛǾŜǊ ǎƛŘŜ ƘŀǊƴŜǎǎ ōǳƴŘƭŜ ŎƻƴƴŜŎǘƻǊǎ ǳǇ 

ŀƴŘ ƻǾŜǊ ǘƘŜ Ǝŀǎ ǘŀƴƪ ƻǾŜǊ ǘƻ ǘƘŜ ŘǊƛǾŜǊ 

ǎƛŘŜΦ  

¸ƻǳ ǿƛƭƭ Ǌǳƴ ǘƘŜ ƘŀǊƴŜǎǎ ōŜƘƛƴŘ ǘƘŜ ǊŜŀǊ 

ōƻŘȅ ōƻƭǘ ƻƴ ǘƘŜ ǇŀǎǎŜƴƎŜǊ ǎƛŘŜ ŀǎ ǎƘƻǿƴ  

L 

Remove any factory sliders or steps from the vehicle and set aside.   

***DO NOT CUT THE WIRING HARNESS AS IT WILL VOID ALL WARRNATY. WITH ANY QUESTIONS CALL ROCK-

SLIDE SUPPORT** 

 

Zip tie harness here to ensure it stays up and away from 

the drive line. 
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Step 2 

The driver side connectors will run up and over the frame, in front 

of the rear body bolt, as shown.  

Step 3 

If your steps are equipped with Wiring Option #1, begin on the 

passenger side by locating and removing the rear floor plug. Install 

the supplied rubber grommets in its place. Route the door sensor 

wires, along with battery terminal wires, through the rear floor 

opening. Run the wires beneath the battery box housing, as illustrat-

ed, and connect the red and black power wires directly to the bat-

tery. Any extra wires will be rolled up and zip tied out of the way. If  

you have Wiring Option #2 only run door sensor wires up through 

passenger side floor plug and see Step 4.  

 

Note: Because of running the passenger 

side connectors behind the rear body 

mount for ease of installation the door 

sensor wires will need the extension wires. 

Plug in the door sensor extension wires for 

both front and rear door at this time.  
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Step 4 

If your steps are equipped with Wiring Option #2, on the driver side locate and remove the rear floor plug. Install the supplied rubber grom-

mets in its place. Route the door sensor wires, power switch wires, and battery terminal wires through the rear floor opening. Run the battery 

terminal wires beneath the battery box housing, as illustrated, and connect the red and black power wires directly to the battery. Any extra 

wires will be rolled up and zip tied out of the way. If  you have Wiring Option #1 you will only run door sensor wires and power switch 

wires through driver side rear floor plug.  

The power switch wire will run to the front dash and tuck under the side trim as shown. 
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Step 5 

Locate the factory torques head bolt under the dash and install pow-

er switch bracket, as shown. Connect the red and black wires to the 

power switch. Leave power switch turned off for now. (At this step 

you will NOT plug in door sensors yet.) 

 

The power switch harness will tuck behind the side trim as shown. 

For ease of running the power switch wire you can remove the side 

kick panel. Once the switch is installed you can re install kick panel 

pack onto the vehicle.  
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Step 6 

With the first stage of the wiring ran, it is now time to install the 

brackets onto the vehicle. If you have the factory rails you can reuse 

the factory hardware if not you will use the hardware provided.  

tŀǎǎŜƴƎŜǊ ǎƛŘŜ 

5ǊƛǾŜǊ ǎƛŘŜ 

Front bracket install 4 bolts 

shown below.  

Middle bracket install 3 bolts to hold the smaller bracket onto the 

frame. Then install 4 bolts and nuts to attach brackets shown below.  

hƴŎŜ ƛƴǎǘŀƭƭŜŘ ǝƎƘǘŜƴ ŀƭƭ ōƻƭǘǎ ǘƻ ǎǇŜŎΦ  

Rear bracket install 4 bolts shown below. 


