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Rear Bumper for the Toyota Tacoma  

INSTALLATION MANUAL  

Made in the USA  RB-F-100-TAC3 

Rear Bumper Toyota Tacoma 2016-2023 
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Step 1.  

Locate the trailer connector on the bumper and remove connector from bumper.  To  remove the trailer con-

nector squeeze the securing clips on the  back side of the connector. Once the connector is loose, unplug it 

from the connector shown below.  
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Unplug the license plate light connector and 

the connector for the rear parking sensors. 

Step 3. 

Remove the 5 bolts shown  in the picture. 

You will remove these bolts on both the driv-

er and passenger side.  

Step 2. 
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Step 4. 

It is now time to  remove the bumper. Lift 

up on the bumper and then pull the bumper 

off.  

 

Mechanic tip: Use a floor jack to help lift 

up the bumper and to help pull off.  

Step 5. 

With the bumper removed., start by removing the light and sensor (if applicable) harnesses from the bumper.  
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Step 6. 

You will next remove all plastic pieces and trim from 

the  hitch frame assembly.  You will need to remove all 

bolts and plastic retainers to allow these pieces to come 

off of the frame.  
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Step 6. 

With all bolts and  plastic retainers removed, the plastic and trim should all be removed from the frame of the  hitch as 

shown below.  

You will only be reusing the pieces below.  
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Step 7. 

Install the factory trailer plug and the factory license plate lights into the bumper with the provided plates shown be-

low.  

 

Step 8. 

If your vehicle is equipped with the rear parking sensors, start by reinstalling the factory sensors into the harness. If 

you do not have the parking sensors package fill holes with plugs provided. 
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Step 9. 

Install the 90 degree brackets onto hitch frame. Ensure the brackets tabs are facing each other as shown in the picture.  

Step 10. 

Using the button head bolts install the smaller 90 degree brackets onto the hitch frame as shown below. Install both 

sides. 


