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INSTALLATION MANUAL  

Made in the USA  

SL-300-JT/SL-301-JT/SL-302-JT 

JT Thin Profile Slider  

 

New Thin Profile Sliders for the JT Gladiator! 

2018-Present 
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Part Description Quantity 

Sliders (Pair) 1 

Slider Brackets 8 

Rubber body trim 2 

Optional 4 inch or 7 inch steps 4 

Pinch seam  plate brackets (Front) 4 

Pinch seam  plate brackets (Back) 4 

Flat Spacer Brackets 2 

HW Kit 1 

Tools Required 

Flat head screw driver or punch 

Dead Blow Hammer 

T50 Torx bit 

1/2ò socket  

7/16ò socket 

Wrench with 3-4ò Extension 

 

Optional for quicker install: 

Impact gun with adapters 

Scan this code to leave us a review! 
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**Remove factory installed sliders from the vehicle and set aside** 

 

Step 1 

Install the rubber seals on both the driver and passenger side sliders. To assist with installation, use a screwdriver or 

punch to gently open the U-channel of the seal. Applying rubbing alcohol or a mild soap solution can also help the 

seal slide into place. Once positioned, use a dead blow hammer to firmly seat the seal onto the sliders.  
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Step 2  

Position the flat spacer bracket between the main body of the slider and the extension piece. Insert the three carriage 

bolts with nuts and tighten to 20 ft-lbs. of torque. Repeat this process on both sides . 
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Step 3 

Locate the four pinch seam plate brackets. Install two plate brackets on the driver side as shown below. Repeat the 

process on the passenger side.  
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Step 4 

Install the sliders onto the vehicle body, ensuring that all pinch seam bolts on the sliders align with and pass through 

the corresponding holes in the vehicleôs pinch seam. Once all bolts are in place, attach the front, front middle, rear 

middle and rear brackets. Secure the sliders and brackets to the pinch seam using the provided flanged nuts, as shown 

in the image below. Each bracket will require two nuts. Do not fully tighten the hardware at this stage.  

Front, Front Middle , Rear Middle, and Rear Brackets 

Pinch Seam Plate Brackets 
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Step 5 

Next, install the provided silver bolts into the vehicle body at each bracket location. Then, insert two carriage bolts 

upward through each bracket and secure with the provided nuts. Do not fully tighten the hardware at this stage.  

Step 6 

For the pinch seam bolts without brackets, install the pinch seam plates on the back side as shown below. Secure each 

plate using the provided nuts. There will be two plates per side. Torque all nuts to 20 lb-ft.  


