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INSTALLATION MANUAL  

Made in the USA  

Appalachian Steel Entry Level 

Front Bumper  

JL & JT JEEP FULL FRONT BUMPER 

FB-F-400-JL 

New Quest Series Front Bumpers!  
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Tools Required 

1/8 Allen Head Hex Key 

7/32ò Allen Head Hex Key 

18mm Socket 

9/16ò Socket 

Wrench with 3-4ò Extension 

 

Optional for quicker install: 

Impact gun with adapters 

Scan this code to leave us a review! 

 

With any support questions, give us a call at 435-752-4580 
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Step 1 

Before beginning the installation of your new Rock 

Slide Engineering bumper, remove the factory 

bumper and retain the original hardware, as some of 

it will be reused during installation.  

Step 2 

LŦ ȅƻǳ ŀǊŜ ƴƻǘ ƛƴǎǘŀƭƭƛƴƎ ŀ нл-ƛƴŎƘ ƭƛƎƘǘ ōŀǊΣ ƭƻŎŀǘŜ ǘƘŜ ǇǊƻǾƛŘŜŘ ŎƻǾŜǊ ǇƛŜŎŜ ŀƴŘ ǎŜŎǳǊŜ ƛǘ ǳǎƛƴƎ ǘƘŜ ǎǳǇǇƭƛŜŘ 
ōƻƭǘǎΣ ǿŀǎƘŜǊǎΣ ŀƴŘ ƴǳǘǎΦ ¢ƛƎƘǘŜƴ ǘƻ нл Ɗ-ƭōǎ ƻŦ ǘƻǊǉǳŜΦ 

LŦ ȅƻǳ ŀǊŜ ƛƴǎǘŀƭƭƛƴƎ ŀ нл-ƛƴŎƘ ƭƛƎƘǘ ōŀǊΣ ƛƴǎǘŀƭƭ ǘƘŜ ƭƛƎƘǘ ōŀǊ ōǊŀŎƪŜǘ ŀǘ ǘƘƛǎ ǝƳŜ ƛƴ ǇƭŀŎŜ ƻŦ ǘƘŜ ŎƻǾŜǊ ǇƛŜŎŜΣ Ŧƻƭπ

ƭƻǿƛƴƎ ǘƘŜ ƭƛƎƘǘ ōŀǊ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǝƻƴǎΦ 
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Step 3  

Next, install the fog lights into the bumper. All factory fog lights are compatible with the bumper. However, hal-

ogen bulb lights will require trimming of the bracket, as illustrated below. If you prefer not to modify the brack-

et, you may use a Mopar light mounting bracket (Part No. 68298651AA) as a direct replacement.  

4 tab bracket option: 3 tab bracket option: 

If you have Halogen bulb lights, you will need to trim a 5/8ò x 5/8ò square on each side of the bracket, as shown, to 

provide adequate clearance. 
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Step 4 

Remove the factory tow hooks from the stock bumper and place in the bumper as shown below.   

Step 5 

Locate the 2 internal brackets and set on the tow hooks. Ensure brackets are positioned as shown below.  
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Step 6 

 Install the stainless steel button head 

bolts with the corresponding washers and 

nuts onto the internal brackets. Do not 

fully tighten at this stage. Repeat this 

process for both internal brackets.  

Step 7 

 Mount the bumper onto the vehicleôs frame horns and secure it using the factory tow hook hardware. Tighten to 

80 ft-lbs.  
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Step 8 

Your install is now complete. 

Finally, tighten all stainless steel bolts from Step 6 to 35 ft-lbs. If installing the optional front license plate bracket, 

mount it on the driver side of the bumper as shown below before tightening the bolts.  


