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To watch an install overview of our step 

slider, scan the QR code with your 

smart phone camera.   

Please note that this manual will have 

the latest changes to the install process. 

 

https://youtu.be/DSh8yatg4p8 

Newest features: 

¶ 40% stronger with High Strength Low Alloy Steel (HSLA).  

¶ All new Smart Motor for improved, consistent motion. Intelligent acceleration and                  

deceleration provides quiet, smooth operation.   

¶ Updated harness for simplified, quicker installation.  

¶ Improved mechanical components increase reliability and reduce maintenance (warranty).   

 

INSTALLATION MANUAL  

Made in the USA  

BD-SS-302-JL4  

BD-SS-302-JL2 

GEN 3 JL STEP SLIDER  

2017 - PRESENT 
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Description Quantity 

Electric Step Slider (Pair) 2 

Bump stop plate with VHB backing 2 

Wiring harness  1 

Double sided adhesive strips 4 

Door sensor 4 

Magnets 4 

Alcohol wipes 4 

Rocker cutoff switch 1 

1/4ò push in plug 10 

M10 flange bolt  1 

Cable clip 1 

Floor Plug Grommet 2 

5/16ò - 18 nylock nut (pinch seam) 8 

5/16ò grade 8 washer (pinch seam) 8 

1/4ò - 20 nylock nut (pinch seam) 4 

1/4ò - 20 grade 8 washer (pinch seam) 4 

5/16ò - 18 X 5/8ò grade 8 hex head bolt 24 

5/16ò SAE yellow zinc washer 24 

Front bracket (drop style) 2 

Middle bracket (short style) 2 

Rear brackets (long style) 2 

Rocker cutoff switch bracket 1 

Zip Tie 10 

  

Tools Required  

10 mm socket 7/16ò socket 

18 mm socket 1/2ò socket 

8 mm socket Wrench with 3-4òextension 

Breaker bar 1/2ò Box end ratcheting wrench 

7/16ò Box end ratcheting wrench  

**Optional for quicker install 

Impact Gun with  
adapters  

Heavy Duty Impact Gun with 1/2ò    
driver 

Front Bracket 

Middle Bracket 

Rear Bracket 

п ƛƴΦ  

5ǊƻǇ {ǘȅƭŜ 

р оκмс ƛƴΦ  

[ƻƴƎ {ǘȅƭŜ 

с ƛƴΦ  

[ƻƴƎ {ǘȅƭŜ 
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Harness Diagram  Option #1 

A. CIRCUIT BOARD CONNECTOR 

B. MOTOR CONNECTOR 

C. LIGHT CONNECTOR 

D. REAR DOOR SENSOR CONNECTOR 

E. FRONT DOOR SENSOR CONNECTOR 

F. ROCKER SWTICH CONNECTORS 

G. ROCKER SWITCH 

H. BATTERY TERMINALS 

I. FUSE HOLDER 

. 

D 

! 

/ 5Υ DǊŜŜƴ 

9Υ .ƭǳŜ C 

I 

L 

Harness Option #1 

***Due to supply chain variations, two different harnesses are used in the Step Sliders. 

Please confirm which harness is provided in your kit before beginning the installation*** 
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Harness Option #1 Wiring Diagram   

.ŀǧŜǊȅ 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ƻǳǘǎƛŘŜ ƻŦ 

ǘƘŜ WŜŜǇ ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ǘƻǇ ƻŦ 

ǘƘŜ ŦǊŀƳŜ ǊŀƛƭΦ  

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ƛƴǎƛŘŜ ƻŦ ǘƘŜ 

ǳƴŘŜǊƴŜŀǘƘ ǘƘŜ ǊƻŎƪŜǊ ǇŀƴŜƭǎΦ 

D 

I 

IŀǊƴŜǎǎ wƻǳǘŜΥ tŀǎǎŜƴƎŜǊ {ƛŘŜ 

IŀǊƴŜǎǎ wƻǳǘŜΥ 5ǊƛǾŜǊ {ƛŘŜ 

IŀǊƴŜǎǎ ƻƴ н 5ƻƻǊ aƻŘŜƭǎΥ ¸ƻǳ ǿƛƭƭ ƘŀǾŜ 

ŜȄŎŜǎǎ ƘŀǊƴŜǎǎ ƭŜƴƎǘƘ ǿƛǘƘ ŀ ǘǿƻ ŘƻƻǊΦ 

{ŜŎǳǊŜ ŜȄǘǊŀ ƭŜƴƎǘƘ ǿƛǘƘ ȊƛǇ ǝŜǎ ŀƴŘ Ŧƻƭƭƻǿ 

ŦǊƻƴǘ ŘƻƻǊ ǎŜƴǎƻǊ ŀƴŘ ƳŀƎƴŜǘ ƛƴǎǘǊǳŎǝƻƴǎΦ  
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Harness Option #1 Wiring Diagram   

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ǳƴŘŜǊƴŜŀǘƘ 

WŜŜǇ ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ŎǊƻǎǎƳŜƳōŜǊΦ 

! ! 

. 
. 

/ 

5 

/ 

5 

9 9 

C 

I 

L 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ 

ƛƴǎƛŘŜ ƻŦ ǘƘŜ WŜŜǇ ǳƴŘŜǊπ

ƴŜŀǘƘ ǘƘŜ ǊƻŎƪŜǊ ǇŀƴŜƭǎΦ 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ 

ƻǳǘǎƛŘŜ ƻŦ ǘƘŜ WŜŜǇ 

ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ǘƻǇ ƻŦ 

ǘƘŜ ŦǊŀƳŜ ǊŀƛƭΦ  
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Harness Diagram  Option #2  

A. CIRCUIT BOARD CONNECTOR 

B. MOTOR CONNECTOR 

C. LIGHT CONNECTOR 

D. REAR DOOR SENSOR CONNECTOR 

E. FRONT DOOR SENSOR CONNECTOR 

F. ROCKER SWTICH CONNECTORS 

G. ROCKER SWITCH 

H. BATTERY TERMINALS 

I. FUSE HOLDER 

. 

D 

! 

/ 
5Υ DǊŜŜƴ 

9Υ .ƭǳŜ 
C 

I 

L 

IŀǊƴŜǎǎ hǇǝƻƴ Ін 
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Harness Option #2 Wiring Diagram   

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ ǳƴŘŜǊƴŜŀǘƘ 

WŜŜǇ ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ŎǊƻǎǎƳŜƳōŜǊΦ 

! ! 

. . 

/ 

5 

/ 

5 

9 
9 

C 

I 

L 

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ 

ƻǳǘǎƛŘŜ ƻŦ ǘƘŜ WŜŜǇ 

ŀǧŀŎƘŜŘ ǘƻ ǘƘŜ ǘƻǇ ƻŦ ǘƘŜ 

ŦǊŀƳŜ ǊŀƛƭΦ  

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ 

ƛƴǎƛŘŜ ƻŦ ŜƴƎƛƴŜ ōŀȅΣ 

ŀǧŀŎƘŜŘ ǘƻ  ōŀǧŜǊȅ ŀƴŘ 

ƎƻŜǎ ŀŎǊƻǎǎ ǘƻǇ ƻŦ ǘƘŜ 

ŬǊŜǿŀƭƭ ǘƻ ǘƘŜ ŘǊƛǾŜǊ 

ǎƛŘŜΦ  

IŀǊƴŜǎǎ wƻǳǘŜΥ [ƻŎŀǘŜŘ 

ƛƴǎƛŘŜ ƻŦ ǘƘŜ WŜŜǇ ǳƴŘŜǊπ

ƴŜŀǘƘ ǘƘŜ ǊƻŎƪŜǊ ǇŀƴŜƭǎΦ 

/ƻƳŜǎ ǳǇ ǘƘǊƻǳƎƘ ǘƘŜ 

ǊŜŀǊ ƅƻƻǊ ǇƭǳƎΦ 
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Step 1ï Harness Option#1 

REMOVE THE FUSE FROM THE 

HARNESS  

INSTALLING THE PASSENGER SIDE 

OF THE HARNESS 

Once the fuse is removed: trace the         

passenger side of the harness with the fuse 

case, red wire (+) and black wire (-) from 

the rear passenger door along the frame rail 

making sure to run the harness behind the 

body bolts.  

Underneath the passenger side front door, 

there is a factory hole where you can se-

cure your wiring harness. Use this cable 

clip and M10 flange bolt. Do not tighten 

completely until full harness is in place.   

Fasten the first junction of wires to the 

existing factory harness with a zip tie be-

hind the body bolts. Do not pull the zip 

ties tight yet. Leave the remainder of the 

harness at the passenger door free.  

  

L 

tŀǎǎŜƴƎŜǊ {ƛŘŜ IŀǊƴŜǎǎ ½ƛǇ ¢ƛŜ ϧ /ŀōƭŜ /ƭƛǇ !ƴŎƘƻǊ tƻƛƴǘǎ 

нΥ ½ƛǇ ¢ƛŜ мΥ ½ƛǇ ¢ƛŜ оΥ /ŀōƭŜ /ƭƛǇ 

CŀŎǘƻǊȅ IŀǊƴŜǎǎ w{9 IŀǊƴŜǎǎ 

Remove any factory sliders or steps from the vehicle and set aside.  You will not need any of the hardware from the factory parts 

removed.  We provide all new hardware for our installation. 

***This step is for Option #1 Harness*** 
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Step 2-Harness Option #1 

CONNECTING TO THE BATTERY 

TERMINAL 

ENSURE THE FUSE IS PULLED FROM 

THE WIRING HARNESS 

Run the red wire (+) and black wire (-) 

with the fuse case along the frame rail, up 

the fire wall.   

 

Attach the  red wire (+) to the positive 

terminal.  The black wire (-) will attach to 

an existing body bolt on the Jeep. Ensure it 

has good metal to metal contact to keep 

paint from interfering with the connection.  

 

 

 

IMPORTANT 

You must attach the ground wire to the 

body bolt. If you donôt, you will lose 6 

inches of harness length on JL models.  

 

 

 

 

 

 

Step 3-Harness Option #1 

SECURE HARNESS 

With the wires attached to the battery, pull 

excess wire harness down from battery to 

frame rail and secure this section of the 

harness by tightening the M10 flange bolt 

and cable clip.  Tighten up the zip ties 

along the frame rail to the first junction of 

wires on the harness at the rear passenger 

door. 

 

Pull the remainder of the harness from the 

driver side to the passenger side over the 

frame rail. Run it along the rear cross 

member in line with the rear wheels and 

secure the harness with zip ties to the cross 

member.  

LƴƴŜǊ ŦŜƴŘŜǊ ƭƛƴƛƴƎ Ƙŀǎ ōŜŜƴ ǊŜƳƻǾŜŘ ǘƻ ƘŀǾŜ ŜŀǎƛŜǊ ŀŎŎŜǎǎ ǊǳƴƴƛƴƎ ƘŀǊƴŜǎǎ ǳǇ ŬǊŜǿŀƭƭΦ 

***Steps 2& 3 for Option #1 Harness*** 
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Step 1ï Harness Option#2 

REMOVE THE FUSE FROM THE 

HARNESS  

INSTALLING THE DRIVER SIDE OF 

THE HARNESS 

Once the fuse is removed: Run the red and 

black wire up an over the front  DRIVER 

SIDE front body bolt and up the inside of 

the inner fender flare to the engine bay (see 

step 2 for picture)   

 

The Harness will then run against the fire-

wall to the passenger side and connect to the 

battery.   

 

 

 

L 

Remove any factory sliders or steps from the vehicle and set aside.  You will not need any of the hardware from the factory parts 

removed.  We provide all new hardware for our installation. 

***This step is for Option #2 Harness*** 
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Step 2-Harness Option #2 

***Step 2 for Option #2 Harness*** 

Using the provided clips, secure the harness along the top side of the firewall as illustrated in the pictures below. Install one clip on each 

side (right and left) and one clip in the center. 


